
 

 

SOLUTIONEUROLAN EUROPÉ AB - JOHANNESFREDSVÄGEN 12 - SE 168 69 BROMMA, SWEDEN 

PHONE +46 8 410 479 80 - E-MAIL INFO@EUROLAN.SE - WWW.EUROLAN.SE  

RJ45 C6 UTP  
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√ With Keystone footprint 

√ For mounting in patchpanels 

or faceplates 

√ Verified to 250 MHz and 

manage applications up to    

1 Gbit 

√ Conforms to specifications 

according to RoHS, EN 

50173-1 Class E, ISO/IEC 

11801 och IEC 332-1 

√ Termination is made by IDC 

110 tool or Eurolan Quick 

tool 

 

Ordering information 

Part number E-number Description 

16B-U6-03BL 5147286 Eurolan Keystone RJ45 Cat 6 black 

16B-U6-03WT 5147285 Eurolan Keystone RJ45 Cat 6 white 

16B-U6-03WT-D 5147292 Eurolan Keystone RJ45 Cat 6 White integrated dustcover 

Dimensions and mass (mm and g) 

 Width Length Height Weight Price  Pcs/

package 

Package 

Unit 12 32 22 7 Pcs 1 Plastic bag 

Package 205 120 80 200 Pcs 25 Box 

Technical information 

Type 100 MHz  200 MHz  250 MHz  

Cat 6 Bandwidth    

NEXT (pair/pair) 58 49 > 46 

FEXT   > 35,1 

Attenuation (pair/pair) 0,2 0,2 < 0,32 

Return Loss 25 13 > 16 


